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The SEApol System has been designed with the following

concepts in mind; ELEGANT, PRACTICAL and ROBUST.

The clean and well balanced lines of the units mean that they

are suitable for all environments, especially those where an

elegant design is considered important.

Only the highest quality materials are used for the production

of the SEApol which are integrated into an intelligent design

guaranteeing easy use and reliability. 

The SEApol comes in three standard sizes and is especially

designed for use in marinas, marine environments, camp sites

and mobile home parks, or in any other location where electrical,

water, air, video or WiFi connections may be required. 

SEApol System

ELEGANT

PRACTICAL

ROBUST

EXCLUSIVE



DESIGN
Intelligent, practical, robust, versatile, 
ergonomic and exclusive.
This elegant and well designed pedestal
means that it´s installation is always in 
keeping and in balance with it’s environment.
The internal design of the unit maximizes the
space available allowing for easy and 
convenient installation and maintenance. 

FINISHING
Outer casing made in anodised aluminium.
Roof and base coated with an aluminium paint RAL 7037.
The colour of the unit can be customised on demand.

HIGH QUALITY
Made from extruded aluminium with an anodised marine
coating. The screws and outside accessories are made from
stainless steel. 

High resistance to impact.
Working temperature: from -20ºC to +60ºC.
IPX6 external protection.
IP20 internal protection.



A

ILLUMINATION
A low energy 12W bulb on each side of the
pedestal lights up the identification plate,
socket outlets and the base of the tower. 
It is possible to change the bulb if more
light output is required. 

LOCKING SYSTEMS
Options available include:

Three point door lock.
Triangle key lock.
Double bar lock.
Standard key lock.

VERSATILE
As well as the three standard heights of the pedestal,
other dimensions can be made on request.
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CUSTOMIZATION
A wide variety of options and accessories are
available including: sockets with interlocked
protection devices up to 125A (only outlets of
this type available on the market), water
outlets with tap or fast connector, telephone,
internet sockets, water and electric meters 
with different options available 
(prepay, digital display information, etc). 

IDENTIFICATION
Alphanumeric identification can be shown and 
illuminated on both sides of the pedestal. The font and
size of the numbers or letters can also be customised.
It is also possible to include publicity on the main door
and side of the unit.

ROBUST
The components of the pedestal are made from 
aluminium and/or stainless steel. Particular attention
has been given to the structural design to 
provide overall strength to these units.

A new dimension in multiservice terminals

ROOF
Specially designed to drain off water despite it’s flat appearance. 

BASE
The base has been specially designed to avoid water
accumulating and to strengthen the overall structure. 



SEApol APPLICATIONS

SEApol
Marine environments 
and waterfront villas.

SEApol
Camping sites and mobile homes.

SEApol
Marinas.





Dimensions

A-height
(mm)

B-width
(mm)

C-depth
(mm)

SP-S 761 474 175

SP-M 1.011 474 175

SP-L 1.511 474 175

IP67 power outlets

Type In

Nº of poles

16 A

2P+T

16 A

3P+N+T

32 A

2P+T

32 A

3P+N+T

63 A

3P+N+T

125 A

3P+N+T

TV outlet
Telephone 
Internet

Water
outlet

SP-S 1 for lateral 1 for lateral 1 for lateral 1 for lateral 1 for tower 1 for tower 1 of each type
for lateral

1 for lateral
maximum

SP-M 2 for lateral 2 for lateral 2 for lateral 2 for lateral 1 for lateral 1 for lateral 2 for lateral
maximum

SP-L Information an demand

IP67 power outlets with an interlocked protection device (OMNIA SERIES)

Type In

Nº of poles

16 A

2P+T

16 A

3P+N+T

32 A

2P+T

32 A

3P+N+T

63 A

3P+N+T

TV outlet
Telephone 
Internet

Water
outlet

SP-S 1 for lateral 1 for lateral 1 for lateral 1 for lateral 1 for tower 1 of each type
for lateral

1 for lateral 
maximum

SP-M 2 for lateral 2 for lateral 2 for lateral 2 for lateral 1 for lateral 2 for lateral 
maximum

SP-L Information an demand

CAPACITY

For the analysis of projects 
(different heights, capacity of
outlets, television outlet, telephone
outlet, PREPAY counter, water 
and light counters, video 
surveillance, etc), contact our
technical department.

S P M - 1 0 0 - 0 2 - 1 2 1 - 0 0 0 - 2 A -

S

L

Sizes: S (small), M (medium) and 
L (large)

0 6 3

Intensity (A) Entry (032-125 A)
0 5 0

0 4 0

0 3 2

0 32 A monophasic socket
2P+T

2 16 A monophasic socket

1 63 A triphasic socket

3P+N+T2 32 A triphasic socket

1 16 A triphasic socket

0 63 A triphasic socket

3P+T0 32 A triphasic socket

0 16 A triphasic socket

2 Number of water outlet

DIMENSIONS

SEApol CODIFICATION SYSTEM

PEDESTAL CONFIGURATION




